
 

 
  

SS-Series 
Single Phase 1-3KVA 
Pure Sine Wave 
Long-Run 

• Pure sine wave output  
• Cold-start capable 
• Generator compatible 
• Smart battery management 
• Adjustable voltage sensitivity, voltage-transfer points, & charging voltage 
• Over current & over charging protection (SCR control) 
• Automatic restart of load after UPS shutdown 
• Suitable charger for long run battery packs (Smart pulse charging) 
• Thermal control cooling fan 
• Communication: RS232 & Network manageable (SNMP optional) 

 

BATTERY BACKUP FOR BUSINESS OR HOUSEHOLD APPLICATIONS 
This range is ideal for running all electronics such as TVs, laptops, desktops, lights, Wi-Fi, pumps etc.  
The SS series will automatically transfer to the inverter and provide power when AC supply is interrupted.  

INCLUDES 
 
 
 
 
 
IEC to Janus output cable 



  

 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
                  *Due to continuous product improvements specifications are subject to change without prior notice. 

 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 Certified standards 

 MODEL SS-1100L SS-3300L 

Capacity 1100VA / 660W 3000VA / 1800W 

 AC INPUT 

Voltage range 185 – 280 Vac 

Noise filtering Full time EMI/RFI filtering 

Frequency range 47Hz ~ 65Hz (Auto sensing) 

 AC OUTPUT 

AC voltage regulation (battery mode) 230 Vac ±10% 

Frequency range (battery mode) 47Hz ~ 55Hz Nominal (Synchronized to mains) 

Transfer time Blackout 3ms typical; Brownout 1ms typical; Battery mode to Normal mode: 1ms typical 

Waveform Pure Sine Wave 

 BATTERY 
Battery voltage 12Vdc 36Vdc 

Charging current 20A  

 PROTECTION 

Battery protection 
 

Over current protection & Over charging voltage protection (SCR control) Thermal protection (CPU control) ：When temperature 
inside UPS is over 45 ℃, charger will stop charging for 2.5 minutes followed by a 1.5 minutes charging. The cycle will be repeated 

until the temperature is lower than 44℃. 
 

Battery alarm Alarm on battery: Low battery and battery over voltage 

Overload Overload alarm level 100% ~ 120%, Overload shutdown level 120% ~ 190% 

Fault Intermittent alarm sound  

 OPERATING ENVIRONMENT 
Relative humidity 5-95% (non-condensing) 

Operating temperature Up to 1500 meters: 0℃ to 40℃ 

 PHYSICAL 
Dimensions L x W x H (mm) 450 x 200 x 180 540 x 330 x 300 

Net weight (kg) 11 23 

 MAINTENANCE  

Your UPS system must be serviced biannually to ensure all settings and readings are still correct and the UPS is clean internally and externally. If you 
notice your UPS getting dust build up around the ventilation holes, contact us for a Preventative Maintenance Inspection (PMI).  
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